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(a) Basic oxygen furnace steelmaking—
semi-wet; and electric arc furnace
steelmaking—semi-wet. [Reserved]

(b) Basic oxygen furnace steelmaking—
wet-suppressed combustion.

SUBPART D

Pollutant or pollutant property

New source performance
standards

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive days

Kg/kkg (pounds per 1,000
lb) of product

TSS ............................................ 0.0146 0.00522
Lead ........................................... 0.000188 0.0000626
Zinc ............................................ 0.000282 0.0000939
pH .............................................. (1) (1)

1 Within the range of 6.0 to 9.0.

(c) Basic oxygen furnace steelmaking—
wet open combustion; and electric arc fur-
nace steelmaking—wet.

SUBPART D

Pollutant or pollutant property

New source perform-
ance standards

Maximum
for any 1

day

Average of
daily val-
ues for 30
consecu-
tive days

Kg/kkg (pounds per
1,000 lb) of product

TSS ................................................ 0.0321 0.0115
Lead ............................................... 0.000413 0.000138
Zinc ................................................ 0.000620 0.000207
pH .................................................. (1) (1)

1 Within the range of 6.0 to 9.0.

(d) Open hearth furnace steelmaking—
wet. [Reserved]

§ 420.45 Pretreatment standards for
existing sources (PSES).

Except as provided in 40 CFR 403.7
and 403.13, any existing source subject
to this subpart which introduces pol-
lutants into a publicly owned treat-
ment works must comply with 40 CFR
part 403 and achieve the following
pretreatment standards for existing
sources.

(a) Basic oxygen furnace steelmaking—
semi-wet; and electric arc furnace
steelmaking—semi-wet. [Reserved]

(b) Basic oxygen furnace steelmaking—
wet-suppressed combustion.

SUBPART D

Pollutant or pollutant property

Pretreatment standards
for existing sources

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive days

Kg/kkg (pounds per 1,000
lb) of product

Lead ........................................... 0.000188 0.0000626
Zinc ............................................ 0.000282 0.0000939

(c) Basic oxygen furnace steelmaking—
wet open combustion; open hearth fur-
nace steelmaking—wet; and electric arc
furnace steelmaking—wet.

SUBPART D

Pollutant or pollutant property

Pretreatment standards
for existing sources

Maximum
for any 1

day

Average of
daily val-
ues for 30
consecu-
tive days

Kg/kkg (pounds per
1,000 lb) of product

Lead ............................................... 0.000413 0.000138
Zinc ................................................ 0.000620 0.000207

§ 420.46 Pretreatment standards for
new sources (PSNS).

Except as provided in 40 CFR 403.7,
any new source subject to this subpart
which introduces pollutants into a pub-
licly owned treatment works must
comply with 40 CFR part 403 and
achieve the following pretreatment
standards for new sources.

(a) Basic oxygen furnace steelmaking—
semi-wet; and electric arc furnace
steelmaking—semi-wet. [Reserved]

(b) Basic oxygen furnace steelmaking—
wet-suppressed combustion.

SUBPART D

Pollutant or pollutant property

Pretreatment standards
for new sources

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive days

Kg/kkg (pounds per 1,000
lb) of product

Lead ........................................... 0.000188 0.0000626
Zinc ............................................ 0.000282 0.0000939
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